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Hours: M-F 8:00-4:00 CST 
 
Contact: Toll Free  (800) 643-8384  
 Fax (479) 787-6076 
 Email mgrace@marathonathome.com 
 Web www.mgracenet.com 
 
Terms: Net 15 Days on approval.  VISA & Mastercard accepted 
 
Prices: All prices are FOB Factory.  Prices are subject to  
 change without notice 
 
Returns: Written authorization is required for goods to be  

returned.  No credit is issued until items are received 
and credit approved.  Returns are subject to a 15% 
restocking fee plus freight charges.  No returns on 
custom orders. 

 
Damages:   Claims for damages or loss in transit are the 

responsibility of the customer upon signing of the bill of 
lading by the driver at the factory.  � �� � � � � �  accepts 
no responsibility for damages in transit, handling by a 
third party, or by the customer.  Upon receipt, inspect 
all merchandise carefully noting any apparent or 
suspected damage on the freight bill before signing it.  
If damage has occurred, retain all packing and 
cartoning materials for carrier inspection.  It is the 
customer’s responsibility to file a claim with the carrier 
for any damages. 
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Delivery:   Standard ship times vary, but are generally fulfilled in 4-6 
weeks.  On rare occasions, there may be delays due to 
out of stock materials.   

 
Custom Orders:   Custom window treatment orders must meet the following 

guidelines: 
1. All fabrics, trims and embellishments must be 

selected from the � ��� � � � �  line. 
2. A fifty percent (50%) prepayment is required. 
3. Custom orders can not be cancelled. 
 
Estimated pricing may be calculated in some 
instances by referring to the graded pricing section 
of the � �� � � � � �� �� � � � � �� �� � � � � �� �� � � � � �  Wholesale Price List.  Or, you may 
fax your detailed request for a custom quote to  
(479) 787-6076.  A quote will be faxed back to you as 
soon as possible- typically within 24 hours. 

 
Sample Requests: Fabric memo samples (6x6) and trim samples shipped by 
 U.S. Postal Service available at no charge upon request.  
 If expedited shipping is desired, shipping charges are the 
 responsibility of the customer. 
 
Fabric Collections: Please note that fabrics from each � �� � � � � �  bedding  
 collection are available by the yard and are sampled in 
 various � �� � � � � �  fabric swatch books.  The � �� � � � � �   
 Price List shows the applicable fabric book where fabric 
 samples may be located. 
 
Color Accuracy: We have used the best equipment available to prepare  
 all sales materials.  However, discrepancies between the 
 color representation and the actual fabrics or other raw 
 materials may occur.  For a more accurate representation 
 of color and texture, please refer to your M. Grace fabrics 
 sample books.  Dye lots may vary also.  If needed, we 
 offer memo samples at no charge.  We also offer a 
 complete ring set of color boards.  Please inquire about  
 details. 
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Custom Styles 
 
� � �� � � � � �  offers the following custom panel and valance styles: 
 

Panel and Valance Styles: 
·  Rod Pocket 
·  Tab Top 
·  Pinch Pleat- Standard 
·  Pinch Pleat- Casual 
·  Slouch 
·  Roman Shades 
·  Valance & Romans on boards 

 

Panels Standards and Options 
 

  Lengths 
  Standards are 63”, 84”, 96”, and 108” 
  Custom lengths available 
  Finished length is flat panel without draw-up allowance  
 

 Hems 
  Side hems 1 ½” double hem 
  Bottom hem 4” double 
  Weighted at corners and seams 
 
 Lining Options 

�  Regular 50% Polyester, 50% Cotton 
�  Black Out- Blocks out all light.   
   Heavier and more substantial than standard  
   lining so panels will be stiffer.   
�  Interlining- Placed between fabric & privacy liner 
   Provides better insulation and adds body to 

lightweight fabrics. 
�  Bump cloth placed between fabric and liner. White,  

   12 oz per square yard.  Thick, soft and  
             luxurious. 

 
   Banding 
    Vertical or horizontal banding may be specified for  
    up charge 

        
   Cuffs 
    May be specified for treatments other than Pinch  

   Pleat 
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  Scallop Topped  
   1” (drop) scallops between tabs or pinch pleats are  
   “cut-out” at the top edge and self-faced 
    

   Trimmings  
    Finish off a leading edge with trim or bullion fringe  
    vertically along leading edge and horizontally along  
    the bottom. 
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Panel Styles   
   
 
 
  Rod Pocket Panel   
    
 
 
 
 
 
   3” rod pocket at top with no header 
   2.5-3 times fullness (depending on weight of fabric)  
   Drapery weights at corners and seams 
   May be lined or unlined 
   Measure from the top of the pole to the floor.   
   There will be some rod “take-up” when the material is 
   gathered on the pole. 
   Add approximately 1” to 2” to the finished length depending 
   on the size of the rod 
 
 
 
 
 
  Pinch Pleat, Standard 
 
 
 
 
 
 
   Pleat is stitched 4” from top, creating a “butterfly” opening at 
   top 
   5 pleats per width 
   4” buckram heading 
   Drapery pins inserted 1.75” from top 
   2.5 times fullness 
   May be lined or unlined 
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  Pinch Pleats, Casual 
   Casual pinch pleat is stitched 2” from top creating a  
   “butterfly” opening at the top 
   5 pleats per width 
   No buckram 
   Drapery pins inserted 1.75” from top 
   Fullness 2.5 times 
   May be lined or unlined 
 
  Pinch Pleat, w/cuff 
   Regular pinch pleat as defined above with a separate 
   attached cuff at the top 
   Cuff length must be stated 
 
 
 
 
  Tab Top Panel 
 
   1.5” by 3” tabs are sewn in at top of  
   panel 
   8 tabs per width 
   Fullness 1.5-2 times 
   May be lined or unlined 
 
 
 
 
 
 
 
 
 
   
  Slouch Panel 
  
   ½” reverse pleat or tuck at top edge for  
   drapery pins  
   Spacing between tucks creates the slouch 
   Number of tucks per width must be  
   specified 
   Fullness 2-2.5 times 
   May be lined or unlined 
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Valance Standards and Options 
 
 Hems 
  1.5” double side hems  
  2” double bottom hems 
   
  Lining Options 

�  Regular  
�  Blackout- Blocks out all light.   
   Heavier and more substantial than standard  
   lining so panels will be stiffer.   
   There may be some light spots where the  
   panel and lining are sewn together. 
�  Interlining- Placed between fabric & privacy liner 
   Provides better insulation and adds body to 

lightweight fabrics. 
�  Bump cloth 

 
    Lining is not attached at bottom edge- hangs loose 
     
 
  Banding 
   Banding may be specified for up charge   
 
  Board Mounted Tailored 

   Mounted on 1x4” lining covered board to allow a 3.5” return 
One inverted pleat at center and one at each end (at the 
return) based on one fabric width 

 Length and drop must be specified 
   Always lined 
 
  Cuffs 
   Length or drop must be specified 
 
  Scallop Bottom 

  Scallop shape at bottom edge 
  3.5” Rod pocket for standard  
  flat  rod 
  Drop at longest point is 19” 
  Drop at shortest point is 16” 
  Made to lie flat 
  Always lined 
  Specify width and returns  
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 Scallop Topped  
  1” (drop) scallops “cut-out” at the top edge between tabs  
  or pleats and self-faced 

  
  Trimmings 
   Finish leading edge with trim or bullion 
   Specify location and trim item number 
   Refer to your M. Grace binder for item numbers 
   Request trim memo samples as needed 
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Valance Styles 
 
 
 
 Rod Pocket Valance 
 
  3” rod pocket at top with no header 
  Fullness 2.5-3 times (depending  
  on weight of fabric) 
  May be lined or unlined 
 
 Pinch Pleat Valance, Standard 
 
  Pleat stitched 2” from top, creating a  
  “butterfly” opening at top 
  5 pleats per width 
  4” buckram heading 
  Drapery pins will be inserted 1.75” from the top 
  Fullness 2.5 times 
  May be lined or unlined 
 
 Pinch Pleat Valance, Casual 
  Casual pinch pleat is stitched 2” from 
  top, creating a butterfly opening at top 
  5 pleats per width 
  No buckram 
  Drapery pins will be inserted 1.75” from the top 
  Fullness 2.5 times 
  May be lined or unlined 
 
 Pinch Pleat Valance, w/cuff 
  Regular pinch pleat as defined above with a separate attached  
  cuff at the top 
  Specify drops 
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 Tab Top Valance  
 
   
   

  1.5”Wx 3” tabs are sewn in at top of panel 
  5 tabs per width 
  Fullness 1.5-2 times 
  Valance will not likely hang straight bottom.   
  Spaces between tabs form rolls that fall forward at the top and 
  lean backward at the bottom. 
  May be lined or unlined   

   
  

   
 
   
 
 
 
 Slouch Valance  
 
 
  ½” Reverse pleat or tuck at top edge for  
  drapery pin mounting 
  Spacing between the tucks creates the  
  slouch 
  Number of tucks per width must be specified 
  Fullness 2-2.5 times 
  May be lined or unlined  
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Tie Backs 
 

Tie backs 40” with hidden ring 
 
 

 Straight 
  2.5” wide 
   
 

 Contour 
  3” wide 
   
 

 Contour half twist cord 
  3” wide 
   
 

 Contour whole cord 
  3” wide 
   
 

 Continental I 
  4” wide 
   

 
 Continental II 
  2.5” wide 
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Glossary of Window Treatment Terms 
 

Box Pleat:  A tuck or pleat of fabric that is pressed flat either in the front or 
the back of a treatment.  See Closed, Inverted, and Open Box Pleat. 
 
Buckram:  Also called crinoline, it is the stiffening in the top of pinch pleat 
draperies enabling pleats to hold their shape. 
 
Cleaning Codes:  The cleaning code is indicated on each fabric sample.  

S: Instruct a professional cleaning service to clean these fabrics 
with pure solvents.  Petroleum distillate based products may 
be used.  Caution:  use of a water based or detergent based 
solvent cleaner may cause excessive shrinking.  Water 
stains may become permanent and unable to be removed 
with solvent cleaning agents. 

SW: Instruct a professional cleaning service to clean these fabrics 
with water based cleaning agents.  Petroleum distillate 
based products may be used.  Pillow covers should not be 
removed for cleaning. 

W: Instruct a professional cleaning service to clean these fabrics 
with water based cleaning agents or water based foam to 
remove overall soil.  Many cleaning agents are harmful to 
the color and life of a fabric, and testing on an inconspicuous 
area is recommended before overall cleaning.  Pillow covers 
should not be removed for cleaning.   

X: Clean these fabrics only by light vacuuming or light brushing 
to prevent accumulation of dust and grime.  Water based 
foam or solvent based cleaning agents of any kind may 
cause excessive shrinking or fading. 

 
Closed Box Pleat:  Tucks or pleats of fabric are pressed flat so that the 
edges of the pleats touch either other all the way across the front and all 
the way across the back of the treatment. 
 
Double Hem:  The hem is turned over 2 times so there are two complete 
layers of fabric behind the front of the fabric. 
 
Double Top:  The heading has another full layer of fabric under the visible 
layer of the backside.  The term is commonly used for both pinch pleat 
and rod pocket draperies. 
 
Draw-Up or Take Up:  The loss in measurement as a result of the method 
of mounting and/or fabrication.  This usually happens when gathering 
fabric.  E.g. Rod pocket draperies lose length when shirred on a rod.  
Allow when puddling length.    Add ½” to 1” for take-up.   
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Fullness:  The amount of extra fabric added to a finished measurement to 
create the desired “full” effect.  2 ½ to 3 times the total width of a treatment 
is standard custom fullness. 
 
Header:  Extra fabric at the top of a treatment that is only for decorative 
purposes.  The extra fabric above the rod pocket in a treatment creates a 
ruffle effect when the treatment is shirred on the rod. 
 
Interlining:  A soft flannel-like fabric put between the face fabric and lining 
of draperies to add luxurious body as well as insulation. 
 
Leading Edge:  Opposite of return edge.  The edge of the drapery panel 
that is in the center of the window and/or moves back & forth when the 
drapery is opened and closed.  The leading edges of a pair of pinch pleat 
draperies are the two edges that overlap. 
 
Open Box Pleat:  Tucks or pleats of fabric are taken on the front of the 
treatment and pressed flat against the front but there is a space between 
the edges of the pleats. 
 
Overlap:  The space before the first pleat in a panel of pinch pleat drapery 
that will “overlap” the opposite panel of drapery.  It is on the leading edge 
of the drapery.  The standard overlap for Kirsch and Graber rods is 3 ½”. 
 
Pair Width:  Rod width plus one overlap plus two returns.  This is the 
measurement you would get if you took 2 panels of a pair of pinch pleat 
draperies and you laid them down end to end widthwise, not overlapping.  
This measurement allows for the panels, when hung, to completely fit and 
hug against the traverse rod when closed with no buckling of the buckram 
between the pleats. 
 
Puddle:  Drapery panels are long enough to literally lie on the floor.  Extra 
length must be added from 1-18” depending upon the effect desired. 
 

1” puddle looks like a pant leg break where the draperies just rest 
on the floor 
 
2”-4” puddle will spill nicely onto the floor but still I not a large 
puddle 
 
6”-8” puddle is a true puddle.  There is enough extra length for the 
draperies to fan out onto the floor. 

  
Repeat:  A woven or printed pattern, or the measurement thereof, that 
appears consecutively to form the total design of the fabric. 
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Return:  The measurement from the front of the rod or board back to the 
wall, i.e. the depth of the board is the return. 
 
Rod Pocket:  A flat casing across a panel through which a rod will be 
inserted.  It is also the name of a window treatment with this casing across 
the top of the panel.  The treatment is mounted by inserting the rod 
through this casing.  For rod pocket measure rod x 2=pocket diameter. 

 
Self-Lined:  The face of the fabric is also used as the lining. 
 
Stationary Panels:  Purely decorative drapery panels that do not open 
and close (non-functional panels). 
 
Total Width:  The width of the board, end to end, plus two returns. 
 
Valance Board:  The flat board with no front or sides from which a 
valance is hung. 
 
 
 
 
 


